‘These articles and information is brought to you by The 1937 and 1938 Buicks Club, For more information please 
contact us at; 


bhup://autos.groups.vahoo.com/group/1937and1938Buicks! 
WWW. 1937and1938Buicks.com 


-- Warning Notice -- 


It the mission and goal of 1937 and 1938 Buicks Club is to provide information, helpful hints, advice, directions and 
reference information for the repair, maintenance, authentic restoration and knowledge development in regards to 
1937 and 1938 Buick’s, Content is offered as informational only. 


‘The 1937 and 1938 Buicks Club does not knowingly accept false or misleading content or advertising, Nor does The 
1937 and 1938 Buicks Club assume any responsibility for the consequences that may occur should any such material 
appear. 


‘The 1937 and 1938 Buicks Club does not guarantee the quality of any information which is included in this or any 
other publication, Under no circumstances shall The 1937 and 1938 Buicks Club be liable for any damages, losses, 
or injuries resulting from use reliance on the content of this or any other publication, Any reliance on this or any 
other publication content is at your own risk 


Asa precautionary measure, The 1937 and 1938 Buicks Club strongly recommends that you contact a professional 
‘mechanic or restoration shop to check your work or answer specific questions 


-- Copyright Notice -- 


All rights reserved. All documents and publications on The 1937 and 1938 Buicks Club web site or that can be down 
loaded from The 1937 and 1938 Buicks Club web site are protected under both U.S. Federal copyright law and 
international treaties. No component of this site, including text, images and computer code, may not be reproduced 
or copied in any form or by any means-~electronic, graphic, digital or mechanical, including photocopying or 
information storage & retrieval systems-without the express prior written permission of The 1937 and 1938 Buicks 
Club. 
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This issue starts right off with a 


HARANGUE & DIATRIBE 


Remember, your Edétor is supposed to be an editor. That is to say, I am 
supposed to take stug4 people contribute, clean Zé up, arrange it and print 
it, As it is, T have to create too much, and someday’ 1 am going to create 32 
pages totatey blank except for a tiny message on page 1 that there ain't a 
bleepin' thing to say. Every now and then I discover more-or-tess by accident 
that somebody has neat studs he is waiting or me to tebe him I want, Now, 
HOW IN HELL CAN T TELL YOU I WANT IT IF T DO NOT KNOW YOU HAVE IT?? 


Fon starters, here is a very brieg and general List of things needed. 
1. Technical antictes and tips, 
2, Adventures, serious or sunny. 


3. Photos, espectatly original interions, dashboards, etc. clear 
and in detait. (Black § white photos are best; mone important, 
glossy, color or BSW.) 


4. Questions, Does everyone know everything? 1 know I don't. 
Seek and ye shate nd. 


1 am going to start picking out names and dunning again i, nothing comes 
én soon. T have not had to do this gor a year, and I have better ways to 
spend my time. 

(connrnueD) 


@ William E. Olson, Editor @ 


© 842 M Hills Lane, Worthington, Ohio 43085 @ 
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WARNINGS. (1) Those who are dunned and fail to respond witt have their 
names printed in BIG LETTERS in a LIST OF LAZY PERSONS. (2) Remember the 
threat to print boyhood reminiscences and meat Loa{ recipes? Weel, 1 have 
atready written a Long boyhood reminiscence about TRAINS and 40 help me 1 
wile print that AT THE DROP OF A HAT!! Also, MONTEZUMATS MEAT LOAF! ! 


So come now, are you atl grossty ignorant? Are there no more than three 
members incuding me who can work a camera? Alt illiterate? DO YOU GIVE A 
RUDDY DAMN?? 


I do not wish to write diatribes and polemics. PLEASE CONTRIBUTE! Those 
who have feel great satisfaction. SHARE THEIR JOY! 


To those who have contributed, THANKS! VA 
a 


GOT YOUR ATTENTION.? OK, NOW COMES THE 


GOOD STUFF . 


HOW ABOUT THIS ? 


1938 41 - Bob Castelli (530)- Livonia, MI 


BLACK BEAUTY 


Cover Car~ Marvin Rhynard’s 1938 61 


HISTORY OF MY 1938 BUICK 
by 


M. Le Rhynard 


My car was purchased in July 1982 in Allentown, Pennsylvania. The Buick Club 
national meeting was being held in nearby Bethlehem. This car was not at. the show, 
but I learned of its whereabouts and the fact it could be purchased. In fact I was 
talking to an owner of a ‘47 convertible which was for sale. When I mentioned 1 
preferred 2 1938 with side mounts he told me of this car. We didn't discuss the 
purchase of the '47 any further 


I met with the ovner and agreed to a price. This car was completely restored in 1968 
and the individual fron whom I purchased the car had owned it for 7 years. He stated 
to me that he had probably not driven this car 1,000 miles in the 7 years he had 
owned it. 


Thad the car shipped home by commercial car carrier and in the fall of 1982 I began 
restoration. The upholstery is in good condition except I had a trim shop repad the 
front seat. The interior metal trim, including the dash nad been “woodgrained” 
incorrectly so this was sent to a restorer in Satle Creek, Michigan. Al} sheet metal 
was removed and sent to a professional stripper near Charlotte, Michigan. — After 
stripping I had the four fenders metal finished by a professional in Battle Creek. 
I stripped the body, including , to bare metal. I removed the head on the 
engine and had the valves ground. A new wiring harness and all new engine gaskets 
were installed. Anew battery was installed and engine detailed as necessary 


The body and sheet metal was primed and sanded several times then a sealer applied. 
Five coats of nitrocellulose lacquer was applied. After at least a month the body 
and each separate piece was wet sanded with 400 grit sandpaper. Three more coats of 
nitrocellulose lacquer were applied and again a wait of approximately 30 days, at 
which time each piece was wet sanded with an ultra fine sandpaper and polished. 
About 6 1/2 gallons of nitrocellulose lacquer was used. During the 1 1/2 years I 
worked on this car I had had a number of parts rechromed including the radio grille, 
hood ornament, side mount name plates, headlight reflectors, and horn parts. A 
correct steering wheel was purchased and sent to Richard Gunm in Ohio for restora- 
tion. A horn ring and button were purchased and rechroned. New plastic escutcheons, 
gear shift knob and other items were obtained. The wheels were sandblasted and 
refinished with red polyurethane plastic. Reproduction rubber pieces were purchased 
from Lynn Steele. This included trunk trim, vent window rubber, parking and tail- 
light rubber, windshield, transmission and bumper bracket rubber. 


The car was reassembled in the spring of 1984 and completed on May 25, 1964 at 8:45 
p.m. There was a car show in Mason, Michigan the next day so I wanted to be ready 
for that. Except for some minor touch up and adjustments, the restoration 1s 
complete. I have tried to keep the car as authentic as possible. The only var 
to this is the installatton of an electric fuel pump to be used in case of vapor 
Tock, and an inverter which allows me to carry a 12 volt CB if I so desire. I carry 
a fire extinguisher in the car at all times. 


While I take credit for the restoration, | really had lots of help. I'm fortunate in 
having a neighbor, Bob Andrews, who is'a retired mechanic and worked on these cars 
the first time around. son-in-law Dave Hundt taught me int and helped in 
tne fast, tinea as eu ceastensly. "Finaiig.” gud” Wickes BEA #2567 “and BaD Joneds, BCR 
W2367"who gave 2 lot of sensible answers £0 dumb questions. 


I'm not sure a restoration is ever complete. I'm stil] looking for the center front 
bumper emblem and grill guard and I still hit the swap meets looking for parts and 
accessories, Maybe old habits die hard! 


* Ok kK KR 


Agter 1 saw Marvin's Century at the BCA show in ToLedo, and came home with 
a ow nice photos, 1 asked him to give us a bres story about the car. In 
particular, I was interested in the nitrocetfutose paint job. 1 know that many 
people preger modern acrylic Lacquers; these certainty have some advantages 
over the ofder-style finish and can produce beautiful results. However, the 
paint on this car reakty makes it Look Like I remember new card Looking 

decades ago. Perhaps it was my imagination or the Lighting, but there seemed 
to be a subtle but nevertheless very real déggerence. In any event, ét is a 
beautiful job, and has incredible smoothness and depth. Believe me, griends, 
Looking at that paint is Like Looking into the eyes of a beautiful woman, It 
does something to you. 


BCA National 


Bob Pipkin's fine 1938 model 67. Note the extremely 
rare export model desert water bag...or wine skin? 


Beautiful metallic blue 1937 Limited owned by Dick 
& Barbara Jones, which we featured several months ago. 
‘tpnoto by Mike Vosganian) 


Story by Bob Pipkin @ Salem, Oregon 


1 bought my 1938 Model 67 the first time in July of 1973 from a high school 
student in-Los Gatos, California. The body was mice, but al] the upholstery, 
plastic and rubber parts were shot. It had a 1948 engine, which was a11 
apart and not running. 


Flat back Centuries in 1938 were rare, so I bought this one for a future 
project. Because of other interest in Buick convertibles, I sold the 1938 
Mode! 67 twice and bought it again and again. The last time I bought it 
back, in 1979, I decided to keep it and build it for a nice “driver”. 


I started restoration in the winter 1982-83 by completely dismantTing the 
body and chassis. After rebuilding or replacing worn components, I started 
the reassembly process in the winter of 1983-84. 


The suspension is “upgraded” by us‘ng 2" brakes and large spindles froma 
1952 Roadmaster. The rear brakes are from a 1940 Century. The rear end 
assembly is the original 1938 Century with 3.90 to 1 gears. All bearings 
and seals were replaced. 
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The engine is 2 1938, upgraded internally to 1949 specifications. AT] 
moving parts were electronically balanced to give a smooth engine. ATT 
engine accessories were rebuilt or replaced with new parts. 


The old Frayed wiring was stripped out and a new wiring assembly installed. 
ANI the rubber parts were replaced with Lynn Steele reproduction pieces. 
New window channels and glass were installed. 


The interior is refinished in blue leather and blue wool, which was avail~ 
able as an option on all 1938 Buicks. The trunk was completely re-done in 
material that closely matches the original material. I had enough pieces 
of the original rear seat carpet and trunk material to get a close match. 


The wood graining is red mahogany. All series 60, 80, and 90 Buicks used 
mahogany wood grain with the exception of the convertibles and some Centuries. 
Some 1938 Centuries were produced with a "chevron" type pattern on the dash 
only. The window and windshield garnish mouldings were mahogany. 


The steering wheel is ivory colored,as I couldn't find the original mahogany 
color that was standard on all series 60, 80, and 90 Buicks in 1938, 


I didn't like the original dark green paint, so I had the car painted homer 
gray, which is metallic. The gray goes quite well with the blue leather 
and blue wool interior. 


1 finished the car one day before our tour to the Buick National Meet in 
Los Angeles. Doug Nelson, Marshall Nelson and I drove the 2,300 mile round 
trip with hardly a problem. The weather was severe, with temperatures up 
to 112° several days. Marshall Nelson drove his 1937 B0C on our tour to 
the Nationals and won a first in his class; but that’s another story. 


‘Among the twenty-five Buicks I have owned over the past twenty years, sever 
of them have been 1937-38 Centuries. I have owned at least one of each 
series of Buicks, (40, 50, 60, 70, 80 and 90), and I stilT prefer the Tong- 
nosed Centuries. 


* * * * * 


ur thanks to Bob Pipkin for the gine story and photos. Bob has been an 
active and involved member of this Club since its earty days, and has given Dave 
and me much hefp{ul advice. He makes it sound afl very matter-of-fact and 


straightforward, 


doesn't he? Weel, beLieve me, folks, a Lot of sketk and 


knowledge went into that car, and 1 regret that you can't see <¢ here in color. 


The "plain-back” 


‘ok "sport" model Centuries were not popular (the two-door modek 


64 was discontinued after 1937, and onty 1516 1938 model 675 were built), but T 
‘think they are great-looking cars. The combination of Long hood and "shont” 


tail is striking 


and very much fate-19305. At present, Bob also has a 1948 


Super Estate Wagon, which, 1 must admit, is a pretty nice car too. 


7 


BOB PIPKIN 


EBUEQIKK vs. Bckv 


Churning through my archives recently, T came across an article on the 
1937 Packard 120, As wou probably know, the 120 (apparently named for either 
its horsepower or its wheelbase) was haz{ of Packard's effort to penetrate the 
medium and upper-medium price range, the other hae{ being the Packard Séx. 
The 120 was quite successsur, and some authorities attribute the LaSatee's 
death in 1940 Cargely to this success. while the 120 ds most often compared 
with the LaSatte and the Lincoln Zephyr, since both those cars represented the 
same kind of egfont, it occurred to me that it could as well be compared with 
the Buick, Thes articke tries to make such a comparison, at least ina Limited 
way. 


In many of its specigications, the Packard 120 ete halsuay between the 
40 and 60 series Buichs. Because it was closer in price to the Century, T have 
chosen that comparison. Aéthough the Century was a Larger, aster and more 
powerful car, there are a number of very close simitarities, The folLowing 
table shows Several specifications gor the '37 Century convertible and Packard 
120 convertible, 


BUICK 66C PACKARD 120 
Base Price, FOB factory $1095 $1060 
Engine on 8 Ls 
Bone § stroke 5.44 x 4,3 3.25 x 4,25 
Désplacement 320 282 
Nax. hp 130 @ 3400 120 @ 3800 
Nax. torque 258 @ 2000 225 0 2000 
Comp. ratio 5.7521 6.421 
Clutch 10 én. 
Transmission S-apd., opt. overdrive 
Ratios Ist 2.45:1 
2nd 1.5331 
3nd 1.001 
Rev. 3.16:1 
Défferentiat 4.0951 
Steering 
Turns 4,5 4.3 
Ratio 13 20.5 
Turn cincke 42 46. 42 ft. 
Brakes 
Dum diam. 12,0 in. 12.0 in, 
Lining area 181.4 én. 171.5 5q. an. 
Times 7.00 x 15 7.00 x 16 


BUICK 66C PACKARD 120 


Wheetbase 126 120 
Length 203 187.5 
Height 69 70.5 
width 72 72 
Curb weight 3715 3485 
Performance (est.) 
Accet. 0-60 16.5 sec. 19.5 sec. 
Top speed 96 mph 85 mph 


In addition to the foregoing, both cars used very similar suspension 
systems, hydrautic brakes, automatic chokes and tuo-barrel carburetors. (The 
Zephyr 0f course, én addition to the V-12, employed Henry's old favorites 
transverse Leas springs and mechanical brakes.) 


Packard was not out gor a "sporty" image with the 120 (or anything e£se) 
and thus the car's pergormance statistios are much closer to those of the 40- 
series Buick. In terms of reginement, smoothness and solid construction, 
however, the 120 was a reat competitor. Styling was another matter. Packard 
made ith big move between 1934 and 1935, and its styling changed very Little 
from 1935 through 1937 and not much more into 1938 and 1939: the company 
Valued the traditional, identigiable Packard shape and Look. By contrast, Buick 
swept grom an undistinguished, very traditional Look in '34 and '35 through a 
series of near-spectacutar annual changes that are now considered among the very 
best of the tate 1930'S. TK you put a '37 Packard and a '37 Buick next to each 
other, most casuae observers would not guess they were the same year. 


The shadowy Figure 1s Don Gust (#043) standing next 
to his fine '38 66S inside the garage at the BCA 

Regional in Toledo. Sorry, Don, the lighting was a 
little tough, and I exposed for the car. You'll have 
to take my word for it, folks, Don's a pretty good- 
looking fellow in addition to a master Buick restor 
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Odds + Ends 


ROSTER. As reported in the last issue, Méke Vosganian (#447) is working 
up out CRub roster. 1 decided fo postpone printing it until Issue 3 (which 
Will go out around December 1) to alow for Eate renewals, and because I hope 
an ad 1 nan in the October Hemmings and a Listing in the Cars § Parts Annual, 
plus some more mackings to peapte picked cut of the BCA Bugle "New Members" 
may bring us new members who coutd be inckuded, 1 expect (but do not promise) 
that the roster will be in the next issue, untess it takes too many pages, in 
which case it wikl be én the next two issues. 


INDEX. In thés issue, courtesy of Glenn Seymour (#345) of Potsdam, NY, 
és the Annual Index, or Volume T11. Our thanks again to Glenn (and to Mra. 
Seymour) for this vatuable help. 


BACK ISSUES AND COPIES. I am abt out of printed copies of "back issues” 
except fox Volume TV, No. T which all of you have anmoay. At one time, 1 made 
photocopies of back issues or people who wanted them and reimbursed the cost. 
However, after a while I found that this took an hour on mone almost every 
Saturday morning, and 1 got aggravated. 1 coukd have had my secretary do it 
at the office, but besides being "white-collar crime" of a sort, it coutd well 
have aggravated her, Believe me, friends, she cs just as essentiat as I to 
getting this sheet done, and it iS not good to have either of us aggravated. 
So the back-issue copying has been discontinued. However, if anyone woutd 
Like a copy of an article or two or three, I will provide’ that upon receipt of 
74 per page plus postage. Since many of you were not members fio on three 
years ago, 1 wit from time to time repeat articles that appeared én Volumes 

T and IT and which 1 thank are particutarty useul on interesting or which 
cover subjects negtected in questions. To those Long-time members who wilt 
have seen such stuff before, my apologies. 


1938 MODEL 87 - ANY LEFT? A very unusual car, appearing onty in 1938, was 
the Roadmaster Streamline Sport Sedan (model 7), a "stant-back" four-door. 
Wiebe it did not have the Cowest production of ake 1937-38 Buscks, T have never 
seen one on heard of any person or museum who has one. Does anyone know 
whether any remain? It would be terrific to gind one. The Lowest production 
model én 1937 was the 91-F (158) and in 1938 the 60-C (219). [The 91-F and 
the 64 were discontinued at the end of the 1937 mode year.) There were 466 
model §7's made, It was the only modet in 1937-1938 of which none were made 
for export. 


DASHBOARD-1938. 1 am sonny the picture of the 1938 dash from the sates 
brochune did not come out better in the last éssue. The printer thought it 
coutd be done in the same manner as a photo, but the thing has blue ink in dt. 
A photocopy of the page comes out better. |1 used the originaé because 
photocopies come out awful if one tries to print them.) 1% anyone would eike 
@ photocopy of the original page, with a 1938 40-serées interior view thrown 
in, please write with SASE. 


(CONTINUED) 


| NEW MEMBERS 


James Howell (#537) 
4430 S,Rachel Lane. 
New Berlin, WI 53151 
414/786-1820 

137 46s 


Robert A, Schaffer (#538) 
1219 Orchard Terrace 
Linden, NJ 07036 
201/925-3428 

138 41 


Richard Wilson (#539) 
22 Noble St. 
Delaware, OH 43015 
614/362-1134 

"37 61 


Robert MacDonald (#540) 
163 Main St. 
Erin, Ontario NOB 1T0 


ca 
aye 


John E, Holt (#541) 
6982 Brayton Ave. 
Citrus Heights, CA 95621 
916/966-5032 

*37 90L 


Arthur Casablanca (#542) 
4803 Pompano Place 
Annandale, VA 22003 
703/354-3841 


Larry Morris (#543) 
4248 Leonard NW 

Grand Rapids, MI 49504 
616/453-6325 

"37 (81 


NANES: BEGIN 
ezine, 


rephabet used, however, begins with "i 


TH "B." T have a book which is great fun catted Wi 
tH alphabetical order, numerous "down east” expressions, 
" the ground for this being that it 


was considered very bad fuck by deep-water’ saitors to give a shép a name be- 
ginning with "A." Likewise, T have received reports grom fico members who, 
Like Atbert Pavlick (ssue 1, page 2) have given names to their cars. Att 
Such names begin with "B," probably because, as even Dave Lewis knows, "Buick" 
atso begins with "8." In any event, here they are: Joe McKee (4433); 
Cheyenne, WY) - "Betsy"; Ray Lawson’ (#016; Troy, MI) - "Boss" (1940), "Beauty" 
(1936), "Betaée” (1938), "Beaulah” (1955). Ray's unusual custom-bodied 1938 
90-L reputed to have been built for New York Mayor Féorelo La Guardia has 
degéed naming. 


GLOVEBOX MEDALLION; STEERING WHEELS. Dave Lewis says he has never seen a 
1937 on 1938 Butch without a clock in the glovebox door. Well, he has never 
seen my car. On 40-series cars the dash clock (Buick called it a “watch") was 
an optional accessory. Cars delivered without the clock had a medattion in 
the middte 04 the g£ovebox door. Above és a not-too-great photo of one of 
these (1 forgot about paraklax correction: it is actuatey rectangular.) The 
colors match those used on the instrument cluster: gray background; ivory 
stripes and Letters; and the "Buick &” shaded in red, Not bad-Lookéng, and 
the clocks never work Aight anmoay. On the back it says: "Nade by A.C. Spark 
Plug Co. - Feént, Mich., U.S.A. - Patent Applied For." (It és far grom 
obvious to me what there is about this gadget that might be patentable, but 
there are miktions of patents, 1 suppose, so maybe it doesn't take much.) 
Tncidentatey, it appears that’ my car was’ originally a "plain-Jane" with nothing 
in it except’ possibly a heater. (It had at Least too heaters before 1 got it 
judging by the four holes bored through the <irewakl.) Included in the plain- 
Jane package was the "reguéar” brown hard rubber steering wheel. This, believe 
it on not, was standard on abe '37 Buicks, but 1 know of onty one other one 

in the wohtd. Tam going to take this off and put on a repro "<lerible" 
wheel, and when I get around to that there will be a Little story about it. 

In anticipation of this: 


(1) 1 anyone besides Jim O'Connor in Pittsburgh has a "neguéar” 
three-spoke hard rubber wheel, please teé? me. 


(2) If anyone knows more than one-half of a rumor about originat 
1937 and 1938 steering wheels, please tell me what you know. 
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= TECHNICAL TIPS = 


RUNNING BOARDS and RUBBER PARTS. Last month we reported on a project by 
John Hoptey (who «8 *033, not "0531 of Bow, Washington, I received another 
tetter fron John about this, and in addition to running the substance as an 
ad, T thought it would be interesting to quote an edited version in this 
seotion. John saus: 


"On the running board rubber mentioned last time, I ginatly 
found time to restore the boards pd a '37 41 pants can I have. 
Would Like to advertise them sor $250 a pair plus shipping and an 
old pair of boards that need restoring. Welt also include a set 
of 137 40-serées mounting pads: bumper arm grommets front and 
near; park Léghts; tack Lights; trunk Light. [Editon's Note: 
trunk License Light pad for model 41 wilt fit only thunk-back cars.) 
Tf anyone wants just the mounting pads, $25 a set plus shipping. 
T betéeve my running boards are good enough to be show quality. 

A tot of time went énto making the molds (<ébergeass) and the 
rubber <4 exactly as original. 


"T betieve the same boards wikk Jit other '37 40-series cars, 
and '38 40-serées as wet. [Editon's Note: that is connect; 
however, the staineess moldings axe different <xom '37 to '38.] 

T also have a couple pairs of board rubber for anyone interested 
in bonding hés own at $100 a pair plus shipping. 


"Believe me, it's one hell of a job to do a set of boards. 
First it takes heat to peel the old rubber off, then soundblastin: 
then prime and paint the underside. Next I coat the top side with 
epoxy, and fénatey bond the new rubber (Devcon urethane] to the 
epoxy"coated boards. We sound, through 20 years experience 
building boats for the U.S. Navy, that epory assords a superior 
bond to urethanes. 


"The fiberglass sidemount covers 1 will desinitety have done 
this winter.” 


A neat debt of gratitude is owed John by alt of us for undertaking these 
projects. We well have more about them as they progress. Here are John's 
address and phone numbers: 


John Hoptey 

512 Ronew Road 
Bow, WA 98232 
206/766-6225 - home 
206/876-8200 - ogc. 


STEERING WHEEL PLASTIC: CAN VOU HELP? John Hopley alse intends te con- 
stwct a mold to make a nex steering meet rim. He would Like to know where 
to get the correct "pourable” plastic material. 1 think poluvinut chtoride 
has been used for thés, but I am mot sure and have no «dea where to get the 
Stugg. Can anyone géve us a fead? Please hetp. 


TECHMICAL TIPS 


SIGNDESIGN! Scott Peck (#318) runs a company calted "Signdesign." He 
says: "T do signs gor car shows; pin striping; and woodgraining.” Members 
in the West (or anwohere e£se) might want to contact Scott if that kind of 
service on advice is needed. 


Scott Peck (#318) 

1178 Emery Street 

Salt Lake City, Utah 84104 
601/972-5718 

601/972-3354 


CRANKSHAFTS § FLYWHEELS. I received the foltowing grom Richard 
(#5107 0; ce, is, inck i 


"I have rebuilt several engines including the straight-8 

Buick. 1 was aluays in the habit of buitdéng the engine on a stand, 
removing the engine when complete, and then installing the su- 
wheet and bee housing. This method cannot be used when assembling 
@ Straight-§ Buick engine as the top two bolts fon the beLl housing 
are attached §nom the inside and are inaccessible if the stusheee cs 
bolted to the crankshagt. In addition, if the bett housing is bolted 
to the rear of the block, there is not’ enough clearance to attach the 
Gemoheet. Tf the gokLowing method is used, it will save much 
§nustration. 


1, Bolt the bete housing to the back of the block and 
attach this assembly to your engine stand. Some additional 
Support may be necessary as the straight-8 block is Long. 


f. Bott the Sluuheet to the back of the crankshage. 
The timing mark should be visible through the window on the 
upper right-hand corner of the bell housing when No, 1 
cylinder is at TOC. (It is a good idea to make this mark 
mone visible with a bright color point.) 


3. Install the crankshagt and susheet assembly in 
your engine block and Sit up the main bearings. Aster this 
4s done you can continue assembly of the engine as usual.” 


As noted above, 1 asked Dave and Bob to comment on this. (I cannot resist 
interjecting at this point that Richard atso said: "THE TORQUE TUBE <s nothing 
Less than terrific." Thanks, pal!) Here's an edited version of Dave's 
thoughts. I hope 1 got it réght; as you know, abl the misspelled words and 
goofy grammar sometimes make for rough going. 


(CONTINUED) 


= TRCHMCAL TIPS = 


"Biel: His problem seems to have been that he installed the 
bokts in the crank and then, after installing in the block, he 
found the crank would not 4it down into the belfhousing because 
4t hits the studs on the end of the crank. One should instale the 
flmoheek on the end of the crank with none of the bolts installed 
on the end of the crank. With the near main cap off, you install 
tuo studs, then tuan them down and install the others. After atl 
ane instatled you can put the rear main cap on and you ane-done. 
The smagl series engines used a stud that went in grom the backside 
of the crank and through the <Lmoheet; a nut on the stud holds the 
§lywheek on. The problem is you can't get the studs out far enough 
for the sLywheet to drop out because they run into the rear main cap. 
Since the Lower hats of the main is permanent, you must remove the 
top hak{ and rotate the engine around. Remove hal{ of them at a 
time and you wilt have the clearance to drop the gLyheet. 


"White Richard's method of installing the <Luwheet would work, 
4 seems to me it is more désgicult to do it that way, and you risk 
searring one of your main bearings. On the 40-series, the crank is 
held on with dowel-Like pins which must be instabled with the rear 
main cap off. You instal each one and then turn the crank to allow 
installation of the others. After atl are instatted you install the 
near main cap. To me, this is an easier and sagen method, 


"This does not apply to the targe series. They do not require 
the rear main cap to be removed since they used nequar bolts which 
thread into the crank, 


"The slywheek wilt onty bolt on the crank one way 80 you neatly 
do not need to worry about Location of the timing mark. Atso note 
the '37 and '38 small series <lmoheets are not interchangeable. The 
tining mark location was changed in '38. The belthousings are also 
different because of the new-sty£e transmission in 1938." 


To avoéd going on too Long, 1 witk not quote Bob Pipkin, but he is in basic 
agreement. It thus seems that there are foo ways to skin this cat, and the one 
you choose is up to you. The most important thing, in my view, is’ to identi, 
and understand the problem in advance, and that I think we have ccapeptianed & 
Once that <% done, you can plan your sofution and carry out the plan without 
frustrations and unpleasant surprises. How many times have we aff been brought 


bi TECHNICAL TIPS Ei 


WOODGRAIN PATTERNS. 1 received rom Paul Cuép (#510) some photos lin- 
‘cluding ebose-ups} of both a 1937 40-series and a 1938 60-series dashboard. 
Sadéy, 1 concluded that onéy one of these had any chance of coming through the 
printing process with anything close to sufficient clarity. The 1938 is of 
particular interest since we Stik have several open questions about how these 
Qooked. It is apparent from these photos that in the particular car photo- 
graphed (a '38 modet 61) the grain figure was a fairey simple horizontal 
4tupe: mot at ale Like the "burl" or "stumpwood” gégure on the 40-serces car 
in the '38 sales brochure shown Last month. The color seems closer to mahogany 
than walnut, but -- rom the photo anmway -- it coutd be eéther. The pattern 
goes across the entire dash. It also appears from one of these photos that the 
garnish mokdings had a "swirt" or "mottle” gigure. This agrees with the state- 
ments by Joe Giordano in the Last issue that one '38 60-series pattern was a 
honizontae mahogany stripe igure. Especiatly Because of the way tight regtects 
fnom them, and because the photographer is working under conditions far <rom 
deal, dashboards are déggicult to photograph. 1 geet we are making progress, 
however, and eventuatty we wile have something reasonably authoritative, 


Original 1938 Century Dash Close-up 
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Swapping your 
Rear End. 


As we al know, the tranamission and fénat drive ratios on the 1937 and 
1938 Specials digger markedty from the gearing we have become accustomed to in 
modern cars. The standard 40-series cars have a final drive ratio of 4.4 to I. 
The 60-serées, by contrast, had the more powerful 320 cubéc-énch engine in a 
relatively Light body, and were engineered for speed and a "sporty" character. 
Thus the Centuries had 15-inch wheels and a 3.9 rear end. 


Looking at the graphs set forth in the Factory Service Manuals, we see 
that {or 1937 cars, at 60 mph a Special is turning 3200 rpm, white at the same 
speed the Century engine will be at 2600 rpm. A similar retationship exists 
fon 1938, This £s a function of the diggerent rear end ratios and wheel sizes. 
Assuming 3800 rpm to be the eggective upper Limit, the Special tops out at 72 
mph and the Century at about §5. While some cars’ (e.g., Packard) had an 
optionat overdrive, and some (e.g., Auburn) a two-speed ax£e, and some, notably 
Fond, had agter-market two-speed axles cooked up or them, Buicks have none of 
these. This has Led to dissatisfaction on the part of some Special owners who 
wish fo go fast. 


Im thinking about this subject, it shoutd be remembered that cars in the 
1930's were not engéneered for today's “old car" hobbyist and today's roads, 
but for the mass of people who -- it was hoped -- would buy them, and the roads 
and driving conditions then existing. white today many of us think running up 
and doum through the gears of a five-speed transmission id fun, in the 1930's 
the average driver doubtless viewed shigting gears as a burden’ to be minimized, 
The ability of a car to accelerate smoothky and powerfully from 10 o% 15 mph in 
high gear was a sefling point, and many of the powerful fuxury cars of the era 
can be started in high with onty a Little bit of clutch slipping. (Indeed my 
"37 47 pulls away smoothly in high from 10 ox 12 mph, and the engine ds not in 
tip-top shape.) Likewise, of course, even the federal highways in most of the 
nation were a gar cry from the highmys of today. (Try, gor example, U.S. 250, 
on the "old" versus the "new" parts of U.S. 50 in West Virginia. | 


The Buick Speciat was not primarity intended to be a Long-distance, high- 
speed touring car. Thus it was engineered (as its competitors were) gor smooth 
and responsive performance at Low speeds in high gear, and to start up a steep 
All in Low with no roaring on chattering. 

There were, however, "police" on "high-speed" Specials made in both 1937 
and 1938, presumably to be driven by mandy types who didn't mind a Little gear 
shifting, Thés was accomplished by putting the 60-series near end into the 
40-serées can. T assume, although no mention s made of this in any options 
and accessories List I have seen, that anyone could order such a car, (It may 


BL) 


be noted that 1938 40-series "set{-shister" cans had a different rear end, the 
transmission having four speeds. Bob Piphin has told me about a 3.62 rear end 
in "Sel{-shigter” cars, and this is borne out by the 1928-38 Naster Pants 
Book; however, the 1928-45 Book does not Cist those parts and says the cars 
had the 3.9 xatio. Jim Campbetl, who ought to know, says both were used. It 
may also be noted that 60 and 90 series cars digger srom both 40 and 60, among 
thensedves, and markedéy rom '37 to 138.) 


Some people {eek the 40-series cans are ilt-suited to modern driving con- 
ditions -- especiatly "tours" at turnpike speeds -- and have substituted 3.9 
gear sets. Orégénatly, I had some fairly strong reservation about this in my 
‘oun mind, on the grounds that it was not "authentic" and changed the character 
of the car, although not its appearance. Having established quite clearly the 
existence of the "pokice” on "high-speed" option, however, 1 have withdrawn 
that objection. It does change the character of the car, without doubt. Some 
people who have done it ane pleased and some are not so pleased, since Low- 
speed acceteration in high gear will susger. 


Several members have inquired about this subject over the past few months. 
In view of this, I have decided to reprint two articles that appeared in Volume 
II, Issue 1 (March 1983) by then-member Hank Bates and by our dear old <riend 
Bob Pipkin (#076). The Pépkin procedure is the mone complex, but has the 
virtue of using parts that are probably easier to ind. (Clearty, however, it 
ds not "authentic" non "onriginal.") Please note that, as stated in the Bates 
anticte, it is not enough to simply change the ring and pinion. The "carrier 
assembly" on “case” must also be changed. These two artickes follow. 


LONGER LEGS FOR 1937 BUTCK SPECIALS 


Of aLe the mechanical work which I have done on my '37 Speciat Phaeton, perhaps the most 

satis {ying was the installation of a '37 Century (3.9 £0 +) pindon,ning gear and dif{- 

erential case, replacing the 4.4 0 1 gears which were standard. 

* fon this changeover, since they have both a high 

near axte ratio and an excessive Low first gear, a who} 2,94 0 1. The eggect 
io & i 10 M.P.H., 


i and press 
i apeciatized tool. The difgenrentia£ case must be changed 
because ts ring gear mounting plane is tocated a SLight ¢ further away <rom the 
ina 7 i f « Dain 
j, the 22 tooth speedometer driven gear in the Special, 
be replaced with the 19 tooth gear from the Century. The 
shagts these gears fit on ake (at Least in '37) of different but they may be 
changed by pressing in a vise. 
Tn sumary, this is a way in which you can keep your '37-'38 Buick Special oniginal 
and have some’ of the benesits of an overdrive, 200. 


HANK BATES #326 
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Dear Dave, 

Below and on the following page is a Technical Article on the modification I did on 
my '37 Century 2-Dr about three years ago. I've driven the Buick every where since then 
with no trouble at atl. At 55.M.P.H. T get 15 M.P.G. on requéar gas and that's not too 
bad fon a 3800 pound Buick with a 320 C.1, Straight Eight. 


WILLTAM BOB PIPKIN #76 


SEE DRAWINGS ON FOLLOWING PAGE.....+++ 


obtain Lar; 
be 
torque tube, drive shaft, 


1937 Century rear end ¢ 
carrier bearings; also will result in 
40, 50, 60 or 70 rear end assenbl; 
third member, axles and banjo assembly. 


Cut off radius arm tabs from 1940 torque tube, 


2, Shorten torque tube to exactly 56 7/8" over all length. Have « drive 
shaft shop do this in « lathe and reveld it straight. 


3. Remove the radius rod bracket from the 1937 torque tube and relocate 
on the shortened 1940 torque tube. . 


4. Cut off the spring perches from the 1937 banjo housiny careful 
here, leave # slight amount of metal around the spring perch so it 
can be welded to the 1940 banjo Lousing. 


5. all the extra tabs and brackets from the 1940 banjo housii 
up jig to locate the 1937 spring perches on the 1940 banjo 
6, Use the t. Shorten thi 


40 drive shaft and weld the "stub" front end of the 37 Century drive 
shaft to the 1940 drive shaft. Make these cuts and velds accurate! 


7.. Press the "new" 37-40 mated drive shaft onto the pinion of 1940-52 
third member assembly, A ratio of 3,60 or 3.90 is ideal, 1940 Centuri 
and Roadmasters had either 2 3.60 or 3,90 ratio, 


8, Bolt on the new shortend 1940 torque tube and the 1937 radiua rode, 


your 1937 backing plates and brakes if wanted. If the rear 
sembly from the 1940 Buick you are using is from a Century or 
ster, now is the time to go to 2 1/4" rear brakes. If you do 
just leave the backing plates and brake assemblies intact on 
the 1940 banjo housing. 


10, Install the 1940 axle shaft: 
60 and 40 cars will work he} 


1938 to 1940 axle shafts from the serie 
also 1940 series 70, 


ML, Bolt the entire compleced unit under your 1937 Century and enjoy your 
"upgraded" Buick. 


‘This same basic operati: 
series 40 and 60 cars, The 
be different of course. 


can be done on the 1937 Specials and the 1938 
wensions on the torque tube and drive shaft would 


TI CENTURY DRULLIE ODT 


Sar UP AE AND “CAREFULLY 
ATTACH AMD WELD THE (937 
Seen PERCHES 


It is my Ampression that '37 and '38 60-sertes rear end parts have become 
extremely scarce. This may place a practical Limitation on the whofe buscness 
untif (or untess) some parts cars appear, and, in view of the continuing 
popularity of the Century, such appearance cannot be counted upon. According 
to Bob Pipkin, '39 parts wile not work, and '40 and Later require the kind of 
substantial modification he discusses. For such hetp as it may be, here are 
the 1937 and 1938 part numbers for 60-series cars. 


Gear Set Pinion Case 
1as1 “THT «= rTashse «= THBTSOS 1797450 
1938 - 1394388 1303405 1303406 1302174 
(Gear set is the ring and pinion together.) 


You wilt note that '37 and '38 cannot be interchanged. 
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0 Observations 0 


T wit? conckude with a few personal observations. They are just that: 
my own thoughts, not meant to be authoritative about anything. In 1972, 1 
bought a new Votvo station wagon, and since I did not expect to have it stilt 
13 years and 120,000 miles tater, on to do a great deal of high-speed driving 
in if, and since’ it seemed expensive enough ($4,250!), 1 did not spring for 
the $150 overdrive, This car has a 4.3 rear end, direct drive in high gear, 
and is now and always was noisy and bouncy. However, as things turned out, 
1 drove ét many a miLe at 65 mph (3600* rpm) and thought nothing about doing 
that. Now, used to newer cars engineered for economy and silence, when I get 
the old hutk out it seems almost grightening to top 50 mph. Aéthough there 
ane obvious differences between pre-war Buicks and '72 Volvos, 1 tel you att 
this to iLkustrate a point, 1 think a great deat of the trouble some people 
have th 40-series Buccks is psychological. We simply are not accustomed to 
cans geared Like that. To me, the '37 Buick is Like the Volvo, and once I've 
gine nie oh to 2 3 and Gund hat not btw T settle into the 


me 
wiek aig lubrication. | After att that, if 1 absotutety could not stand t, 
T would try the rear end treatment. But in the end (no pun intended!) ale 
that would gain for me woukd be 300 to 400 teas Spm at 55-60 mph. 


It is too bad that there are no overdrives on two-speed axles for Buicks, 
But, I guess we can't have everything. 


O Can You Help? 0 


In view of the scarcity of 60-series rear end parts, it has been suggested 
to me that we explore the possibility of having some custom-made. Knowing 
Little about machine work, T can only guess this would be a dig eutt and’ and very 
expensive project, perhaps requiring not onky a high Cevel of skitt and some 
fancy machinery, but afso enough "up-gront” <énancéng to enable the provider 
fhereos to buy & whole 60-series car in the first place, However, Let me 

begin consideration of the subject with these questions: 


(1) Does anyone have '37 on '38 60-series rear end parts 
that might be Loaned for use as patterns? On complete 
working drawings? 

{2} Assuming such patterns on drawings could be made 
avaitable, does as have the capability to make such 
pants, on’ know where that could be done? Does anyone have 
@ decent idea how much such a project would cost? 

(3) Does anyone have any further information on parts, 

Grom Buicks on other makes, that can be modified on adapted 
for use in '37 on '38 40-series rear artes? 


Maybe next month we wifk tatk about front ends. It ought to be easier 


and tess controversial. 
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MAIL 


THE 
VETERAN MOTOR CAR CLUB OF AMERICA 


OFFICE OF MEMBERSHIP VICE PRESIDENT 
ALBERT PAVLIK, JR * = IMB. NORTONPLACE = += STEUBENVILLE, OMI0 43082 


Sept. 8, 1985 


1937-1938 Buick Club 
842 Mission Hills Lane 
Worthington, Ohio 43085 


Attention: William E. Olson 
Dear Bill, 


Sorry you didn’t get to cur Car Show on Sunday 
August Ll at the Fort Steuben Mall. The weather was great 
and we had 161 cars. Maybe next year. 


‘Tam enclosing my check renewing my dues for the 
next year (9/1/85 ~ 8/31/86). Keep up the great work. I 
forward to receiving my copy of The Torque Tube. Lots of 
interesting reading. 


‘The reason that I am writing on official VMOCA 
stationery is that I want to annourte the fact that the 1966 
Chrome Glidden Tour will be held in Steubenville, Ohio from 
August 10 - 15, 1986, Steubenville is approximately 40 miles 
due west of Pittsburgh, Pa. 


The tour will be of the hub type and each day we will 
tour in a different direction and returning to Steubenville each 
night. ‘There is a lot of nice country around here end this is 
the first national tour to be held in this area. 


‘The University of Steubenville will be the headquarters 
of the tour. Cars from 1935 to 1961 are eligible (so bring your 
1937-38 Buicks). However you mist be a member of the Veteran 
Motor Car Club of Anerica to participate. If interested, write 
me for more information. 


took 


T hope to see you at the BCA Nationals in Indianapolis 
next year. I wanted also to attend the Great Lakes Regional but 
we have a busy schedule and I don't get to do all the things that 
T want to. You know how that ques. 


Anyhow, keep those Torque Tubes basisie. | 
5 Lt Kio Lx 
a | ions ee, 


Veteran Motor Car Club of America 


from our Roving Reporters ~ 


RailRoadmaster on the “Ma & Pa” 


One of our new members, Chartes Jekogsky (#524) of Washington, D.C. 
offered to look things up for us én the vast bowels of the Federal Government, 
where he works -- <§ T remember it correctly -- in the U.S. Government Print- 
ing Office. Having no idea whether anything might be discovered there, I sent 
ham instead to the Baktimore § Ohio Rackroad Museum in Baktimone. Oh migawd, 
you are now saying, the Editon has gone mad with this raitroad stu, and must 
be deposed. Not so! This refates {0 cars, and in fact to a 1937 Buick Road- 
master. Through the egforts of another spy, Paul Cuep (#508) who Lives up north 
of Baltimore <n beautiful Bucks County, PA, I had tearned that in the BO 
Museum <§ a 1937 Buéck converted tong ago to use as a nail inspection car. 
Charkes has provided us with some photos and a few comments, 


The easiest and most informative course seems simpéy to quote the sian in 
the museum, Charles having convenientty photographed said sign for me: 


"RAT UMOBTLE" 
(Budet 1937-Converted 1942) 


Speciatty-converted automobiles took to the raits shortly after 
Workd War I, provéding Local superintendents with convenient trans- 
portation for inspect: ugh their territory, This 
netativety-Luxurious car was the fourth to see service on the 
Maryfand § Pennsyévania Raitroad, and spent thirty years working 
on that important regéonae ca 


(CONTINUED) 


The 1937 Buick began Life as a Limousine for the Harkins Funeral 
Home in Delta, Pennsylvania and was sold to the "Ma § Pa" in 1942. 
Railroad shopmen outsitted her with regular railroad wheels, a 
compressor, air brakes and a sander -- and added a {u€t-wheeted 
"truck" to her front end. The pin-swivel truck gave the vehicle 
great safety and stability...and a highty unusual appearance! 


She replaced a 1926 Rickenbacker as the Ma $ Pa's principal rait- 
mobile, and inmediatety began her most important assignment: a 
test of the efficiency of newfangled radio communications between 
trains and raibroad offices. Shortly thereafter, the Ma § Pa 
Ghose: one of the ¢irst ractroads in the country to adopt in-cab 
radios 


Fon the next three decades, the converted Buick chugged Care| 
akong the rails, carrying track inspectors, officials and v. 
dignitaries. . wand attracting hordes of camera-toting rail haa, 
Traded in for an up-to-date "Roadmaster" in 1972, she was donated 
to the B60 Museum tater that year. 


Chartes wondered why the railroad Lest the steering wheel in the car, and 

we suppose that, unless maybe it was just too much trouble to remove it, the 
"engineer" geet more comfortable with something to hang on to! The air’ brake 
teven and sander control (to dump a Little féne sand on the rails to improve 
adhesion) were placed on the steering column. Chartes surmised that the 
fender wells were converted into took compartments, but I expect that's where 
hey, epe the sand. The gront "truck" with its homemade "pilot" ("cow 
catcher" to the uninitiated) appears to pivot under the <ront <rame cross- 
renter. You mel aoge they kept the near hubcaps. 


Sadty, the can shows the ravages of tine. 1 think it woutd be a tevigie 
project or some of our members in the vicinity of Baltimore to volunteer to 
help the Museum with a cosmetic féxéng-up. Do I have a volunteer to captain 
Such an effort? 


"Raitmobibes” were not at ake unusual in the 1920-50 era, and a few became 
fanous, Perhaps the most well-known was the Ric Grande Southern's "Gatloping 
Goose.” Now onky'a memory, the RGS was buélt in the boom days of mining in 
southwestern Coforado, and clung to Life agter the gold was gone with an 
incredible variety of’ ancient equipment. 1 believe there were severat "Geese" 
with truck and bus bodies. Mone solvent raibroads used better re and 
members from the earty days of this Club may remember an artic£e by Bob Ward 
(#114) on a McLaughtén-Buick 1937 Limousine purchased new by the Canadian 
Pacific and run in Saskatchewan and New Brunswick until the 1960'S. The 
Maryland & Pennsylvania was mone Like the RGS than the CPR, and gave raitroad 
buffs many & colorful scene. Thank{ubly, at Least one of hese ntercating 
vehicles has been preserved. 


Thanks also to David Bylsma (117) of Hanover, MD who sent me 
Photos of the same car, too late to include in this feature. 


1937 Roadmaster Railear 


View at left shows air brake le 
At ri 
grimy bu’ 


on steering column, 
improvised cover over "sand well" with engine, 
apparently complete. Buick built ‘em better! 


Just picture the Old Man, with cigar and derby, sitting 
in the back with the Superintendent of Motive Power, 

the Road Foreman driving and the Chief Clerk taking notes 
as she rolls through the Pennsylvania country side on a 
brisk autumn morning. "Ya can't run a railroad behind a 
desk" the Old Man always said. Highball! 
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© PARTSPORSALE & 


Fenders: 1937-38 Buick Model 40 left and right front, excellent used, no 


rust out, both with inner fenders and fender brace, one with parking 
Light base. §175.00 each. FOB Stan Brown's, Inc., Box 381, Hampton, 


NH 03842 603-926-2337 days, 603-926-5136 evenings. 


** SEE ALSO JOHN HOPLEY'S RUNNINGBOARDS & RUBBER, PAGE 15 ** 


37 ‘Trunk lid hold open hinge 5-00 
3? «= Trunk lid ( Sandblasted ) ( Model 41 ) 50.00 

37 Front doors ( Sandblasted ) ( Model 41 ) 50.00 set 
3? Floor board trans. cover ( Special ) 5. 

37 Emergence brake handel K 

37 «= Sump seats ( Limited ) 

38 Glove box door 

38 Firewall vent 

38  fmergence brake handel 

38 Rear fender oblong gravel gaurd 

38 Dash ash trays 

38 Ring that holds the horn botton in 

38 Rechromed bumper gaurd 

38 Running board brakets ( Special ) or ( Century 

38 Brake & clutch pedal ( N.O. Century 

38 Front cowl that holds the grill Century 


38 Floor board trans. cover ( 

38 Rear bumper ( Special ) or { Century 

38 Rear bumper brakets ( Special ) 

38 Right side tail light ( 

38 Right side tail light tase 

38 Dome light with lens 

38 Dome light lens only 

38 One parking light base 

38 License plate )ight & cover 

38 Headlights complete, except lenses 

38 Trunk hinge 

38 Transmission to a big engine 

38 Front & rear drums, ( 2 is a set ) 

38 Side panels ( No louvers ) 

38 Wheels ( 16" Limited 
Limited } 

? 


° 
2 
Ey 
z 
d 


40.00 set 
20.00 set 
35-00 each 


( Roadmaster 

Roadmaster 

&( Roadmaster 
& 


) 

} 
38 Rear fenders ( ( Roadmaster ) 45.00 each 
38 Side panels + (No louvers $ Limited ) 20.00 set 
38 Front & rear drums ( 2 is a set Limited ) 40.00 set 
38 Rear foot rest (| Limited ) 20.00 
38 Jump seats (| Limited ) 50.00 set 
All prices plus shipping charges David A. Bylsma = #117 

7747 Siden Drive 

Phone number (301)-551-7236 Hanover, Maryland 21076 


PARTS WANTED 


NOS ring and pinion gear and carrier assembly from Century with 3.9 
ratio to replace the 4.4 ratio presently in my 1938 Buick Special, 


WANTED 


RAY MONTGOMERY (#081) 
117 Leonie Street 
Lafayette, LA 70506 
Phone: Day 318/981-4080 
Night 318/984-4679 


Support Our ADVERTISERS 


Bob's Automobilia 


RD 2, Box 137 
‘Annandale, New jersey 08801 
201-236-2403 


FOR THE 1937-1938 BUICK RESTORER: 


REAR WINDOW SEALS, VULCANIZED, 2 PCS, 
FOR 40 & 60 SERIES. + $46/SET 


WINDSHTELD DIVIDER SEAL W/STEEL CORE 
$20, 
GLOVEBOXES, $26, HOOD REST PADS, $4/BA. 


‘TRUNK LINER SET, SERIES 41 W/O SIDE- 
MOUNTS. PATTERN AS ORIGINAL. PADDED 
AND EDGED, VERY CLOSE TO ORIGINAL FAB= 
RIC USED; ..ssssceenee -$55/SET 


1937-38 SI 
1937 SER. 


80 & 90 KING PINS. $60. 
FRONT MOTOR MOUNTS, 4pc.$49 


ADD 10% SIEPPING, CATALOC $2/FREE w/ORDER. 


* MANY OTHER BUICK PARTS * 


1927 
TO 
1953 
WIRING HARNESSES 


MANUFACTURED WITH THE FINEST 
MATERIALS AVAILABLE. THE MOST 
AUTHENTIC REPRODUCTION OF G.M: 
WIRE, CONSTRUCTION, AND BRAIDING. 
ALL WITH COMPLETE INSTALLATION 
LISTING. WE HAVE SPECIFICATIONS 
FOR MOST BUICKS. BUT WE CAN MAKE 
ANY HARNESS THRU 1954 WITH YOUR 
ORIGINAL SAMPLE. CUSTOM TURN 
SIGNALS, OPTIONS UPON REQUEST. 

ALSO WE HAVE WIRING SUPPLIES 
AND A BRAIDING SERVICE. 

CATALOG-INFORMATION= $2.00 


aBntSSES UNLIMi 7,» 
at 0 > 


BOX 435 
WAYNE, PA. 19087 


1938: FURFURAL ? 


is for Oats 


ing Texaco Dealers in aa 


Sigs Le: 
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Volume IIT - Nos. 1 - 9 
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1937 Buick-Aubum Roaster 24-25 Lou Wildt #245 
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TECHNICAL TIPS: 


Air Cleaner Elenents 
1938 Battery Lock 

Briggs & Stratton Corp. Lock Service Instructions 
1938 Carburetor Chocke Flies Sticking Prevention 
Clutches 

1958 Clutch Oisk 

Contact Cenent in Running Board Restoration 
Convertible Tops 

Cooling systems Modernization 

Cowl vent Drain Tube 

Crarkcase Protection in Dusty Environments 
1937 60 & 90 Dash 

Dash Substitution 

1937 Defroster Installation 

1938 Dealer Inspection Form Offer 
Delco-Reny Control Units - Vibrating Voltage Regulator 
Delco-Reny Statre Controls - Solenoid Switch-Types 
Delco Choke Calibration 

1938 Factory Accessories & Options 

Fuel Pumps & Filters 

Fuel Tank Repair 

Gear Shift Shaft Paint Color 

1936-36 Generator Pulley & Chart 

Hand Brake Cable Restoration 

1937 Heaters 

Hood Lace Installation 

Hood Prop 

yub Cap Letter Trim 

1937 Instrument Panel Finishing 

1938 Instrument Pane; 

Kick Panel Restoration 

Kee-ActLon Shock Absorbers 

Of) & Filters 

Paint 

Paint 

Parts Interchange 

1938 Production 

1938 Radiator Ornament Attaching 

1937 Rear Axel. 

1938 rear Shocks 

1937 Rear Springs 

Robe Rall Restoration 

Rocker Panel Restoration 

1938 Shock Absorber Stone Sheild 

Silicone Brake Fluid 

Soark Plug Terminals 

1938 Speedometer Gears 

Spotlights 

1937 Steering gears 

Stromberg Carburetors AA-1 

Stromberg Carburetors AA-2 

Stromberg "AAV" Carburetors 

Torque Wrench Readings 

1937 Tool Kit 

Transmissions (2nd Type) 

Transmissions 

1937-41 Trunck Detailing 

1937 Trunck Handles 


Throttle Cables ~Subnitted by: 
furn 

Universal Joints Glenn L. Seymour 
Water Pumps #345 

Weel Sizes Potsdam, NY 13676 


